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Cleaning order for FunderMax panels 
 
 
FIRST CLEANING STEP 

Clean the surface just with pure hot water and use a soft sponge – (DO NOT use the abrasive  

“green” side of the sponge), use a soft cloth or a soft brush (e.g. nylon brush). 
 
SECOND CLEANING STEP 

If stains cannot be removed common household cleaners without abrasives e.g. dish detergent 
(Palmolive etc.), window cleaner (Windex etc.) may be used. Subsequently do the final cleaning. 
 
THIRD CLEANING STEP 

If the contamination is not removable, you can use a solution of soft soap - water (1:3). 
Depending on the degree of pollution leave it on the surface for a couple of minutes. 
Subsequently do the final cleaning. 
 
FOURTH CLEANING STEP 

Same as cleaning step 1, but additionally you may use organic solvents (e.g. acetone, alcohol, 
turpentine, thinner). For persistent stains, try to clean mechanically  
Caution: Avoid scratching, use plastic or wooden spatula. Subsequently do the final cleaning. 
 
FIFTH CLEANING STEP 

(for adhesives, varnish, sealants, silicone residues) Rub off the surface with a soft cloth or a soft 
sponge dry. If contaminants cannot be removed, use silicone remover or ask the adhesive 
manufacturer for the ideal cleaning agents. 
Caution: Cured 2K adhesives, coatings, foams and sealant 
cannot be removed. 
 
SIXTH CLEANING STEP 

Same as cleaning step 1. For persistant limescale acidic 
cleaning agents may be used (for example, 10% acetic acid or 
citric acid). Subsequently do the final cleaning. 
 
FINAL CLEANING 

Remove all traces of detergent to avoid streaking. Finally, wash 
with pure water. Wipe the surface dry with an absorbent cloth or 
paper towel.  
When cleaning with solvent: Observe the accident prevention 
regulations! Open windows! No open flame! 
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Chemical resistance 
 
The focus of this recommendation is a depiction of the chemical resistance of the FunderMax 
Compact panels and the resulting possibilities for application.  

Besides their excellent mechanical values, the hygienic pore-free sealed surfaces of the 
FunderMax panels mean a high temperature resistance, easy cleaning and a good resistance to 
chemicals. The stain resistance requirements in accordance with EN 438 are also met.  

They can therefore be used when for example; 
 Lab and technical chemicals 
 Solvents 
 Disinfectants 
 Dyes (certain types) 
 Cosmetics 

are used on the surface. 

Particular attention must be paid to the careful processing of FunderMax Compact panels, as 
certain requirements may be imposed due to the particular field of use when constructing certain 
laboratory and medical facilities. For this kind of application we recommend the use of Max 
Resistance (lab panels).  

FunderMax Compact panels are resistant against many different chemicals. However, several 
chemicals may still corrode the surface. 

Therefore, of crucial importance are: 
 The concentration 
 Exposure time 
 The temperature of substances used 

The following lists, although there is no guarantee that they are complete, give an overview of 
the resistance of FunderMax Compact panels (at room temperature) against the effects of 
frequently occurring or used substances (solid, dissolved, fluid, gaseous). 
When using substances that are not listed, we ask that you enquire further and recommend own 
sample tests. 
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No damage 

FunderMax Compact panels are resistant against the following substances and agents. These 
elements do not have an impact on the surface area of FunderMax Compact panels, even after 
prolonged exposure (16 hours). 
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No damage 

FunderMax Compact panels are resistant against the following substances and agents. These 
substances do not have an impact on the surface area of FunderMax Compact panels, even 
after prolonged exposure (16 hours). 
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No damage under short exposure 

Surfaces from FunderMax Compact panels remain unchanged when the following substances 
are spilled on them (particularly in liquid or dissolved form) or if they are in contact for a short 
amount of time. That means the panels are washed with a wet towel within 10-15 minutes and 
then rubbed dry.  
Please note that the time of exposure is an important factor in the extent of corrosion on the HPL 
surfaces, even with diluted agents. As a result of the evaporation of the diluted material, the 
concentration of the substance increases over a period of time and the surfaces of FunderMax 
Compact panels will be corroded, even though the concentration used will mostly be below 
those named in the following list. Focused sample tests are recommended. 
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High damage risk 

The following chemicals destroy the FunderMax Compact panel surfaces and must be removed 
immediately, as they could also leave behind dull spots and coarseness. 
 

 

 

Aggressive gases 

Frequent exposure to the following aggressive gases and vapors can lead to changes in the 
FunderMax Compact panel surfaces. 
 

 


